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15” TFT XGA LCD Solution 

Intel® Atom™ N270  Low Power Fanless Processors

8 x USB 2.0 Ports; 4 x COM Ports

Touch Screen Contoller Board for 5 Wires Resistive Touch

Tilting Angle 55° ~ 85° Countertop Stand

*All specifications and photos are subjected to change without notice. inspiration & innovation Go on 

Specification

RoHS

Form Factor                Mini ITX 
Processor                    Intel® Atom™ Processor N270, 1.6GHz
Chipset                        Intel® 945GSE + ICH7M, 533MHz FSB
System Memory        1 x DDR2 DIMM, Default 1 GB , Max. 2GB
BIOS                              Award 
Ethernet                      Realtek RTL8110SC Giga Lan or Realtek 
                                       RTL8100C 10/100 Mbits Ethernet
Audio                            Realtek ALC655 AC97 Chipset + AC97 codec
Serial                             4 x RS-232   
USB                                8 x USB 2.0 Ports
KB/Mouse                    1 x PS/2 Keyboard Port; 1 x PS/2 Mouse Port
MSR Card Reader      MSR Track 1,2 or 2,3 or 1,2,3 selectable
Stand                            Tilting angle 55° to 85° countertop stand
HDD                              2.5” 80GB or Compactflash™
                                       2.0GB/4.0GB/8.0GB up
OS Optional                Windows XP Professional/Embedded/WePOS
                Linux/POS 2009 Ready
Power Adapter          100V ~ 240V ACIN
Dimension                  356x280x75mm/14”x11”x2.95”(HxWxD)
Temperature              Operating:  0° to 60°C
Humidity                     10% to 90% non condensing
                                       

LCD Panel Specification
Viewable Size             15”
Active Display Area  304.1mm(H) x 228.1mm(V)
Pixel Pitch                    0.297mm(H) x 0.297mm(V)
Pixels HxV                    1024 x 3 (RGB) x 768
Contrast Ratio            700:1 (Typical)
Display Color              16.2M / 262K Colors
Brightness                   350 cd/m2
Viewing Angle           -60° to 70° (H); -50° to 65° (V)
Resolution                   1024 x 768 @ 60Hz, 75Hz
Power Source              AC 100 to 240V
Lamp Life                     50,000 hours
Touch Screen              5 wires Resistive

                                       

 


